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This Tech Tip is an example on how to add a custom fastener to the Solid Edge Standard Parts Library. In this

example we will use a bolt washer and a nut.

These steps assume that Solid Edge Standard Parts is installed in the default location:

1. Place the custom parts in folders under the 'C\Solid Edge Standard Parts\Standard Parts’ (i.e.
Custom_ANSI_B18.2.1.B for the custom bolt).

2. Ensure that the custom bolt, washer and nut have the required assembly relationships before they are

added to the database. Use the Capture Fit command to store these relationships. Save the assembly

when you do the Capture Fit.
3. Launch the Standard Parts Administrator. Click on 'Add Parts’. Select '‘Add from existing multiple files.’

Click on 'Add Path’ to make the selection of the folder where the custom part is located and click on

oK.

| Add parts
p

c:\Solid Edge Standard Parts\Standard parts
C:\Solid Edge Standard Parts\Standard Parts\Custom_ANSI_B18.2.1.B

Document types
Al ASM PAR. DFT PSM PWD

Indude sub-folders
Logging
[ 5can links

Delete path l [ Add manual ] [ Add path

Instruction

To register the parts from, the desired source path(s) should be displayed in the list with ticked
checkbox. A path can be added into the list using the "Add path” or "Add manual™ command. The Add
path command allows the user to select the required path using a browse dialog. The Add manual
command allows for typing the path manually (or pasting from dipboard), which could be useful
espedally for URL paths (when using Insight).

T

4. Create a category, characteristics, part name and fastener systems details. The image shown here comes
from a copy of a bolt with all properties stripped.
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@ Standard Parts PartEditor - C:\Solid Edge Standard Parts\Standard Parls\Cuslom_ANSI_BlB.Z.l.B\RGR_Boll_ANSI_BlS.Z.l_‘..[ =8 = J

File Custem properties Characteristics Help

R POHEWN

File properties | Category Info | piping | Fastener Systems | Frame Design |

Current category:
Bolt Category\Bolt Sub category E]
Visual navigation category: Preview code:
Mo categary E] E]
Part name:

Bolt_ANSI_B18.2,1_B_UNC_114x2_v12.00.par

File name:

RGR_Bolt_ANSI_B18.2.1_B_UNC_1I4x2_v12.00.par

Version: Priority: Date:
1.00 [Priority 1 ~| Tuesday , November 03, 2015 [k
Name Constant |ValuaNari able Unit class | Unit Default
Nominal length 2 Length "
Thr_dia 0.25 Length "
Thread 1/4-20 UNC Length "
i
i | |w——]

-
@] Standard Parts PartEditor - C\Solid Edge Standard Parts\Standard Parls\Cuslom_ANSI_BlS.Z.l.E\RGR_BoII_ANS]_Bl.&Z.I_...[ =8 = J

File Custom properties Characteristics  Help

RexPOHEN

| File properties | Category Info | Piping | Fastener Systems | Frame Design |

[

[¥] Enable
S—
Part Type: [Pla1 v] [wm v] [I'hsaewdwetm v]

MName Value

5. Add the washer and nut in a similar manner.

[®) Standard Parts PartEditor - CASolid Edge Standard Parts\Standard Parts\Custom_ANSLB18.2.2.D\RGR_Nut ANSLB18.22 .| = B | 8 |

File Custom properties  Characteristics  Help

R PPE®

File properties | Category Info | piping | Fastener Systems | Frame Design |

Current category:
Nut Category\ut Subcategory =
Visual navigation category: Preview code:
o comory B B
Part name:

MNut_AMSI_B18.2.2_D_UNC_1I4_v10.50.par

File name:

RGR_Mut_ANSI_B18.2.2 D UNC_1iI4 w10.50.par

Version: Priority: Date:

1.00 [Priority 1 ~| Tuesday , November 03, 2015 [Ehe
Name Constant |ValueNari able Unit class | Unit Default

Thr_dia 0.25 Length "

Thread 1/4-20 UNC Length "

Rev. 8/12/2015



Solid Edge Tips

Cadimage PLM Ltd

-
) Standard Parts PartEditor - CASolid Edge Standard Parts\Standard Parts\Custom_ANSI_B18.2.2D\RGR_Nut_ANS[ B18.2.2.. = B & |

File Customn properties  Characteristics  Help

R xPOEON

| File properties | category Info | Piping | Fastener Systems | Frame Design |

[¥] Enable
e
Part Type: Hexagon nut hd

Name Value

-
@ Standard Parts PartEditor - C:\Solid Edge Standard Parts\Standard Paris\Custum_ANSI_BlS.ZZ.lA\RGR_Washer_ANSI_BlB...L = |5 B3 |

File Custom properties  Characteristics  Help

R|ExPOEOWN

File properties | Category Info | piping | Fastener Systems [ Frame Design |

Current category:

Washer
Visual navigation category:

Preview code:

Mo category

Part name:

Washer_ANSI_B18_22_1_A1_114_v11.00.par

File name:

RGR_Washer_ANSI_B18_22_1_A1_1I4_v11.00.par

Version: Priority:

Date:

100 [prierity 1

'] Wednesday, November 04, 2015 E~

MName |Constant |ValueNar’|ab\e

Unit dass [unit Default

MNominal size 1/4
Thr_dia 0.25

Length

]

Length

Fa
@ Standard Parts PartEditor - CASolid Edge Standard Parts\Standard Parts\Custom_ANSI_B18.22. 1A\RGR_Washer_ANSI B18..| = = =

File Custom properties Characteristics Help

R DPDOOEN

| File properties [ categary Info | Piping | Fastener Systems | Frame Desian |

[¥]Enable
e
Part Type: [Pain ical contact face

Name Value
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6. Run the fastener System command.

Cadimage PLM Ltd

Rev. 8/12/2015

Clipboard Select sketen

sketen & Component In-frace”

WP -3

Assemble

weian suvd

I

Ho.top lexei part seicsted,

=

Modtty

or
Component* Part

=

Motors

b6k &
Face Retate | Patterm

Configurations

Selection Type Instructions
Standard:
(@) Bolt components CUSTOM ,] | Update | 1) Choose the desired "Selection Type
Top stack components 2) Choose the desired hardware category in the Selection filter tree
Bottom stack compenents 3) Choose a companent fram the Compenent selection list and dick "Add Fastener™
Selection fiter: Component selection: Selacted bolt:
B Bolt Category Thread Part Name Material
Bolt Sub category .
Bolt Category Bolt .. Steel Bolt Length
e
User-defined length: I:
Top stack:
Hardware Count B I
< . ] » Bottom stack:

Hardware Count (4] I

Saved settings: - | Ssave Delete [C‘vytnwadmgfnlda v] [ 0K ” Preview in Assembly ][ Cancel H Help ]
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|Edit the feature name or Click Finish to complete the operation.

| Find a command
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